
MOT AWARENESS
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850-414-4352
Ezzeldin.Benghuzzi
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INDEX 600 SHEET 6
Effective 
Date
7/2014



IDS FOR INDEX 11871
Instructions for Design Standards (IDS)

Effective 
Date
7/2014



Index 11871 Single Post Median Barrier Mounted Sign 
Support

Effective 
Date
7/2014
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Pedestrian Longitudinal  Channelizing Devices (LCD)Effective 
Date
1/2013
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Pedestrian  Longitudinal  Channelizing Devices

Effective 
Date
1/2013

Pedestrian Longitudinal  Channelizing Devices (LCD)
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Pedestrian  Longitudinal  Channelizing Devices

Effective 
Date
1/2013

Pedestrian Longitudinal  Channelizing Devices (LCD)
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Pedestrian  Longitudinal  Channelizing Devices

Effective 
Date
1/2013

Pedestrian Longitudinal  Channelizing Devices (LCD)



Use of non-standard pedestrian 
channelization on bridge [Index 600, 
Sheet 2 requires use of pedestrian 
channelizing device listed on the QPL].

 Pedestrian Longitudinal  Channelizing Devices (LCD)

INDEX 600 SHEET 12



• Need advanced Signs.

INDEX 600 SHEET 12
 Pedestrian Longitudinal  Channelizing Devices (LCD)



INDEX 600 SHEET 12

11

Pedestrian Longitudinal  Channelizing Devices  (LCD)

PAY ITEM

102-74-5 Pedestrian Longitudinal Channelizing Device, per foot.

Effective 
Date
7/2014



BARRIER DELINEATORS
Effective 
Date
7/2014



BARRIER DELINEATORS

July 1, 2014 letting 

• Yellow or White

• 3 inches wide by 4 inches high Sheeting

• Type IV or XI Sheeting
Description

• On top of temporary barrier wallPlacement

• Placed in a line to delineate the travelway Purpose

Effective 
Date
7/2014
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Temporary Raised Rumble StripsEffective 
Date
1/2015

Two Types
• Removable Polymer Rumble 

Strip
• Molded Engineered Polymer 

Rumble Strip
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Removable Polymer Rumble StripEffective 
Date
1/2015
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Removable Polymer Rumble StripEffective 
Date
1/2015
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Removable Polymer Rumble StripEffective 
Date
1/2015



INDEX 600 SHEET 4

18

Molded Engineered Polymer Rumble StripEffective 
Date
1/2015
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Molded Engineered Polymer Rumble StripEffective 
Date
1/2015
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Molded  Engineered Polymer Rumble StripEffective 
Date
1/2015
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Molded  Engineered Polymer Rumble StripEffective 
Date
1/2015
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PLAN PREPARATION MANUAL

PAY ITEM

102-909- Temporary Raised Rumble Strip Set - per day 

10.12.16 Temporary Raised Rumble Strips

Temporary raised rumble strips alert motorists visually, audibly, and tactilely of the
approaching work zone. Temporary raised rumble strips shall be required for all two
lane, two way flagging operations with work zone speeds greater than 45 mph and work
durations greater than 60 minutes to supplement warning signs and devices on the
approach to flagging operations. Installation requirements are shown on Index 600.

Effective 
Date
1/2015



TEMPORARY SIGNALIZATION AND MAINTENANCE

Effective 
Date
1/2012

Pay Item 102-104-



Effective 
Date
1/2012

Pay Item 102-104-

TEMPORARY SIGNALIZATION AND MAINTENANCE



Effective 
Date
1/2012

Pay Item 102-104-

TEMPORARY SIGNALIZATION AND MAINTENANCE

• Pay Quantity = 0 for new intersections



Effective 
Date
1/2012

TEMPORARY DETECTION AND MAINTENANCE

Pay Item 102-107-1



Effective 
Date
1/2012

TEMPORARY DETECTION AND MAINTENANCE

Pay Item 102-107-1



Effective 
Date
1/2012

TEMPORARY DETECTION AND MAINTENANCE

Pay Item 102-107-1



Effective 
Date
1/2012

TEMPORARY SIGNALIZATION & DETECTION



QUESTIONS ????????????????


